
tesa® products prove their impressive quality day in, day out in demanding  

conditions and are regularly subjected to strict controls. All information and  

recommendations are provided to the best of our knowledge on the basis of our  

practical experience. Nevertheless tesa AG can make no warranties, express or  

implied, including, but not limited to any implied warranty of merchantability or  

fitness for a particular purpose. Therefore, the user is responsible for determining  

whether the tesa® product is fit for a particular purpose and suitable for the user’s  

method of application. If you are in any doubt, our technical support staff will be  

glad to advise you.
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Código Dimerc S109120
CINTA ADHESIVA ENMASCARAR 18 MM X 40M TESA

Tesa® 60187-00018-00

Información Adicional

Descripción

Cinta adhesiva para trabajos de pintura precisos y de fácil remoción, en una amplia gama de aplicaciones de interior. 100% caucho natural.

Principales Aplicaciones

Cinta de papel autoadhesivo, para trabajos de pintura y demás, se encarga de delimitar las zonas donde se aplican los diferentes colores.

Forma de Uso

Para perfiles rectos y limpios en superficies lisas o rugosas.

Se retira sin dejar residuos hasta 3 días después de su aplicación.
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Propiedades

Adhesivo libre de disolventes

Fuerte adhesión

Adhesivo libre de disolventes

http://www.tesa.com/
http://www.tesatape.com/
http://www.tesa-asia.com/

