
tesa® products prove their impressive quality day in, day out in demanding

conditions and are regularly subjected to strict controls. All information and

recommendations are provided to the best of our knowledge on the basis of our

practical experience. Nevertheless tesa AG can make no warranties, express or

implied, including, but not limited to any implied warranty of merchantability or

fitness for a particular purpose. Therefore, the user is responsible for determining

whether the tesa® product is fit for a particular purpose and suitable for the user’s

method of application. If you are in any doubt, our technical support staff will be

glad to advise you.
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Codigo Dimerc Z439843 
CINTA DOBLE CONTACTO 19 MM 50 MT TRANSFERIBLE EXTRA FUERTE
tesa®51570-09006-02

Descripción

Principales Aplicaciones

Forma de Uso

Propiedades

Información Adicional

para pegar afiches u objetos en superficies lisas o irregulares.

Fijación de materiales livianos como papeles, cartones y plásticos livianos con excelente desempeño en bajas temperaturas.
Es usada para fijación permanente de materiales plásticos y metálicos. Ejemplo: aluminio, poliestireno, polipropileno, ABS.
Montaje de propósitos generales.

Fuerte adhesión 

Adhesivo libre de disolventes 

Su gruesa capa de adhesivo permite adherir bien sobre superficies irregulares y tiene una muy alta adherencia inicial.

Soporte/Color: No Woven- Blanco Mate. 
Adhesivo: Acrílico Modificado.


